
NOTES:
1. DO NOT SCALE FROM THIS DRAWING. ALWAYS WORK TO NOTED DIMENSIONS.
2. ALL SETTING OUT, LEVELS AND DIMENSIONS TO BE CHECKED ON SITE PRIOR TO THE 

INSTALLATION OF MATERIALS AND ANY DISCREPANCIES ARE TO BE BROUGHT TO THE 
ATTENTION OF THE CONTRACT ADMINISTRATOR IMMEDIATELY.

3. THIS DRAWING MUST BE READ WITH THE RELEVANT SPECIFICATION DOCUMENTS AND 
DETAIL DRAWINGS. ANY DISCREPANCIES MUST BROUGHT TO THE ATTENTION OF THE 
CONTRACT ADMINISTRATOR IMMEDIATELY.

4. THIS DRAWING IS COPYRIGHT PROTECTED AND MAY NOT BE REPRODUCED IN WHOLE 
OR PART WITHOUT WRITTEN AUTHORITY.

5. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE STATED.
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BLOCK PAVING

PERMEABLE JOINTING MORTAR

50MM PERMEABLE MORTAR BED

SUB-BASE TO ENGINEER'S
DETAIL & SPECIFICATION

CONSERVATION PIN KERB SET IN CONCRETE FOUNDATION TO ENGINEER'S 
DETAIL & SPECIFICATION
50MM SURFACE COURSE TO ENGINEER'S DETAIL & SPECIFICATION

100MM BINDER COURSE TO ENGINEER'S DETAIL & SPECIFICATION

150MM SUB BASE TO ENGINEER'S DETAIL & SPECIFICATION

D02 TRANSITION BETWEEN PCC PAVING AND TARMACADAM PAVEMENT

SCALE 1:10 @ A1

D01 TRANSITION BETWEEN TARMACADAM PAVEMENT,  PLANTING BEDS AND BUILT FORM

SCALE 1:10 @ A1

1.3MM THICK POWDER COATED STEEL WITH DOUBLE FOLD EDGE
(30X22MM TO THE EDGE) SET INTO CONCRETE FOUNDATIONS

STEEL EDGE FIXING SET INTO CONCRETE FOUNDATION 

MULCH

50MM SURFACE COURSE TO ENGINEER'S DETAIL & SPECIFICATION

100MM BINDER COURSE TO ENGINEER'S DETAIL & SPECIFICATION

150MM SUB BASE TO ENGINEER'S DETAIL & SPECIFICATION

300 - 450MM FREE DRAINING GROWING MEDIUM

TRANSITION BETWEEN RAISED 
PLANTER AND PROPOSED BUILDING 
SUBJECT TO FUTURE DETAIL

BLOCK PAVING

PERMEABLE JOINTING MORTAR

50MM PERMEABLE MORTAR BED

SUB-BASE TO ENGINEER'S
DETAIL & SPECIFICATION

PRECAST CONCRET KERB SET IN CONCRETE FOUNDATION TO 
ENGINEER'S DETAIL & SPECIFICATION

50MM SURFACE COURSE TO ENGINEER'S DETAIL & SPECIFICATION
100MM BINDER COURSE TO ENGINEER'S DETAIL & SPECIFICATION

150MM SUB BASE TO ENGINEER'S DETAIL & SPECIFICATION

D03 TRANSITION BETWEEN PCC PAVING AND TARMACADAM ROAD

SCALE 1:10 @ A1
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