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1:10 @ A3

ONE x new double sided pictorial with vinyl display, new linolites,
new wrought iron bracket.
Size 800mm x 1.1m.   H.A.G  3.6m 

ONE x new set of signwriting to gates
Size 1.2m x 1.8m.   H.A.G  500mm.  

1 SQUARE   100MM X 100MM

D FOUR x new LED �oodlights.

H.A.G  5m x 3, 6.4m x 1.  

C ONE x new lantern.
Size 600mm x 600mm x 800mm   H.A.G  2.5m

Section through hanging sign.

Wrought iron
bracket

3mm thick aluminium
face Panel with
painted background
and vinyl display

Linolite 250mm
projection

30mm Aluminium
Bullnose Section

800mm

1.2m

600mm

80
0m

m

1.
1m

1.
8m

100MM 200MM 300MM 400MM 500MM

200

30WATT LED FLOOD LIGHT DETAIL
39.5mm

-  100 lumens per watt
-  E�ciency greater than 90%
-  Compact and light weight
-  Wide temperature range -20 C to 50 C
- IP65 making the SENA flood light suitable
   for use in multiple locations
-  Available in 3000K warm white
   and 6000K cool white
-  120  beam angle
-  100-240V AC input, suitable for global use
-  Power factor >0.9
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SIGN COLOURS:

‘Decorlight- Hyde Park  A’  Lantern
Die cast aluminium lantern with acrylic glazing box.
Solid cast mounting and bracket, suitable for top or
bottom �xing. Polyester powder coat �nish in black
or Victorian bronze.



BROWN COW . LIVERPOOL.  HAW THORNE   4 .2.21.   16974-planning AH

BU I LD I N G CO LO U R S:
A S P E R E X I S T I N G
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1:100 @ A3

1 SQUARE   1M X 1M

PROPOSED ELEVATION
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