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Elevation of Brick Screen Wall Section
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Elevation of Single Skin 

to be as 
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concrete foundation 

on end
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Staggered Screen Wall
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2no courses of inverted

plinth headers

ref no:-2.5.22(with inverted

re-constituted stone

coping to top of wall
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movement joint positioned

every 10 metres.
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plinth stretcher course
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plinth headers

2no courses of inverted

plinth stretcher course

ref no:-2.5.32

coping to top of wall

re-constituted stone

Elevation of Panelled Brick Wall

Section

Plan

Plan at Movement Joint
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Elevation of 215mm Thick Brick wall

With Feature Coursing

Section

Plan

Horizontal Section Showing 

Feature Coursing (Dog Tooth)
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courses of creasing

edge coping with 2 

tiles under

Brick on

English garden wall

215 thick wall in

bond.

bricks above

ground level

2 course 

engineering 

feature dog tooth 

brick course

brick course

feature dog tooth 

10

at 10 metre c\c

10mm movement joint

10mm movement joint

at 10 metre c\c

2
1
5

10mm gap filled with compressible

material and pointed with one part

polysulphide sealant both sides

10mm movement joint

concrete foundation to be
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details

215

Wall Type 1
Wall Type 2

Wall Type 3

 Wall Type 4

polysulphide sealant both sides

material and pointed with one part

10mm gap filled with compressible

 otherwise on relevant materials shedule

and be secured at stop ends with 2no.

Exposed end bricks to be without holes

10mm raked joints unless noted

m.s. cramps with fish tail ends.

NB.

plinth strechers as necessary

to maintain bond)

brick on edge

coping

two course plain 

tiles with 45mm

min overhang to 

facing brick wall
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